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Storage Conditions for BiOptic Qsep-Series Products 

Cartridge Kits 

Cartridges  (   Do Not Freeze) Storage Conditions 

 S1-High Resolution / S2-Standard / S3-Kilo Base 

cartridge 
4oC ~ 30oC (6 months) 

 F3-Fast cartridge 

 N1-High Sensitivity / N3-High Sensitivity Kilo Base 

cartridge 

4oC ~ 30oC (4 months) 

 R1-RNA / NR1-High Sensitivity RNA cartridge 

 P2-Protein cartridge 

2oC ~ 8oC (4 months) 

(Can be shipped at ambient temperature) 

Markers  Storage Conditions 

 Alignment Markers  

 5x Lower Marker  

 Size Markers  

Short-Term Storage (≤ 3months): 4oC ~ 30oC 

Long-Term Storage (1 year): -20oC 

 Protein Alignment Marker 15oC ~ 30oC (1 year) 

Buffers Storage Conditions 

 DNA / RNA Separation Buffer 

 DNA / RNA Dilution Buffer 

 Mineral Oil 

4oC ~ 30oC (1 year) 

 Protein Separation Buffer 

 Protein Dilution Buffer 

 Protein Denaturant 

15oC ~ 30oC (1 year) 

 Protein Labeling buffer 
4oC (1 year) 

(Can be shipped at ambient temperature) 

※ Aliquoting markers (>5000 bp), C109110, C109400 and C109700, after unpacked is recommended to prevent 

degradation from repeated thawing and freezing. 

 


